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W I  ABSTRACT 
A quick-response, real-time gaseous measurement sys- 
tem allows for the continuous sampling of a low pres- 
sure gaseous environment. A sample of test gas from the 
low pressure gaseous environment is continuously ex- 
tracted and pumped to a structural tee joint which is 
open to the atmosphere at one end to maintain the test 
gas at a constant pressure. The structural tee joint com- 
municates at the other end with a heater for maintaining 
the test gas at a constant temperature. From the heater, 
the test gas is sent to a sensor which develops a voltage 
that is proportional to the partial pressure of the gaseous 
component to be measured in the test gas, a constant 
flow rate to test gas being provided through the heater 
and sensor. Since test gas pressure, temperature, and 
flow rate are being held constant, changes in sensor 
voltage are attributable only to changes in the concen- 
tration of the measured gas component. 
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TWO-STAGE GAS MEASUREMENT SYSflEM DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 
ORIGIN OF THE INVENTION 
an employee of the United States Government and 
dance with 35 U.S.C. 202, the contractor elected not to 
retain title. 
BACKGROUND OF THE INVENTION 
Referring now to the drawing, there is shown a sam- 
ne invention described herein was made jointly by 5 pling tube 11, which is used to continuously remove a 
sample of test gas 12 from a low pressure test environ- 
Of a low pressure environmenty the 
NASA Langley 8-Foot High-Temperature Tunnel is 
10 currently being modified to facilitate the testing of air- 
breathing hypersonic propulsion systems. The working 
medium of this tunnel is the product of the combustion 
of methane and air, and, as such, is deficient in the 
proper amount of oxygen necessary for sustaining test 
responding real-time 15 engine operation. This requires the injection of oxygen 
to the combustor air before combustion to compensate 
for this post-combustion oxygen deficiency. It is there- 
2. Description of Related Art fore necessary to have a quickly responding real-time mere has been a longstanding need to sample from a 2o measurement of test section oxygen concentration to 
ensure a proper test environment. 
pump l3 (for examplep a carbon-vane extraction pumpy 
well-known in the art) pumps test gas 12 from the low 
pressure test environment (not shown) to structural tee 
25 joint 14, which is open to the atmosphere (14 psi) at one 
end 15. The other end 16 of structural tee joint 14 com- 
municates with the second stage of the instant svstem. 
contract emp1oyees under a NASA antract .  In actor- ment (not at a pressure Of Psi. 
As an 
1. Field of the Invention 
me present invention relates generally to gaseous 
measurement systems. In particular, it relates to a sys- 
measurement of test =.tion gaseous, e.g., oxygen, con- 
centration. 
provides a 
gaseous Test environment of fluctuating low pressure, 
tent, e.g., oxygen content. Previous methods have em- 
ployee both in-sib and sampling techniques for the 
monitoring of steady, near-atmospheric test environ- 
ments. 
SUMMARY OF THE INVENTION 
Accordingly, it is a primary object of the present 
invention to provide what has not been available in the 
art, viz., a quickly responding real-time measurement 
system for sampling a gaseous test environment of fluc- 
tuating low pressure. It is another object of the present 
invention to provide a system for sampling a gaseous 
test environment of fluctuating low pressure and contin- 
uously monitoring the same in real time for gaseous, 
e.g., oxygen content using a sensor which is sensitive to, 
and thus must be kept isolated from, pressure and tem- 
perature effects of the test environment. 
These and other objects and related benefits are ob- 
tained by providing a two-stage system wherein a sam- 
ple of test gas is first pumped from a low pressure test 
environment and directed to a tee. The tee is open to the 
atmosphere at one end and communicates with the 
second stage of the process at the other end. A constant 
flow rate of test gas is pulled through the second stage 
by a sample pump and flow controller. A heater tube 
heats the test gas to a constant temperature, and the 
and to continuo~sly monitor the same for gaseous con- In the first stage of the instant system, extraction 
which contains the sensor 18.-In the NASA Langley 
%Foot High-Temperature Tunnel, where real-time 
30 measurement of test section oxygen concentration is 
necessary to ensure a proper test environment, the sen- 
sor 18 is a zirconium oxide-based oxygen sensor, which 
develops a voltage proportional to the oxygen partial 
pressure of the test gas. As is understood by those of 
35 skill in the art, other components of a test gas could be 
monitored, employing other such sensors. Accordingly 
the basic two-sage design of the present measurement 
system can be utilized to fabricate many gas analysis 
instruments which must be isolated from pressure and 
A preferred oxygen sensor 18 is commercially avail- 
able and is based on a yttrium-stabilized zirconium 
oxide disc coated with porous platinum. When heated 
to its operating temperature (1200"-1600" F.), this sen- 
45 sor produces a voltage proportional to the ratio of the 
partial pressure of oxygen on each side of the disc, 
according to the following equation: 
40 temperature effects of the test environment. 
open ended tee ensures a constant pressure in the sec- 
ond stage, wherein a sensor is present which develops a 50 
voltage proportional to the partial pressure of the com- 
ponent to be measured in the test gas. Reference air, if 
required by the sensor for optimum operation, is sent to 
the sensor through a flow controller. A calibration port 
located near the inlet to the second stage allows gases of 55 
various component concentrations to be sent to the 
sensor for calibration purposes. 
BRIEF DESCRIPTION OF THE DRAWING 
For a more complete understanding of the present 60 
invention, including its primary objects and attending 
benefits, reference should be made to the Description of 
the Preferred Embodiments, which is set forth in detail 
below. This description should be read together with 
the accompanying drawing, The sole FIGURE of 65 
which is a schematic showing the cooperative elements 
which make up the two-stage gas measurement system 
according to the present invention. 
where: 
E=voltage across the sensor disc 
A=arithmetic constant 
T=absolute temperature of sensor disc 
P1 =partial pressure of 0 2  in test sample 
Pz=partial pressure of 0 2  in reference air 
C=sensor constant. 
Before impinging upon sensor 18, the test gas passes 
through heater tube 17, which heats the sample to the 
desired constant temperature, while open end 15 of 
structural tee joint 14 ensures a constant pressure in the 
second or sensor stage of the present system. Sample 
pump 20 and flow controller 19 cooperate to pull the 
sample of test gas through the second stage of the sys- 
tem at a constant flow rate (typically 4 Ipm). Reference 
air 21. which is required by the oxygen sensor specified 
hereinabove for optimum operation, is sent to the sensor 
by flow controller 19. Calibration port 22, located near 
5,374,400 
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the inlet to the second stage on structural tee joint 14, measured on a plotter which is triggered by the same 
allows gases of various component (e.g., oxygen) con- switch that turns off the 10% gas. 
centrations to be sent to sensor 18 for calibration pur- As expected, the sample flow rate affects the response 
PO=. Since test gas sample Pressure, flow rate, and time, since increasing flow rate flushes out the sensor 
temperature inside the housing of sensor 18 are being 5 volume more quickly. A low flow rate produces a slow 
held constant, changes in sensor voltage are attributable response time, and increasing the flow rate beyond a 
only to changes in the concentration of the measured level no improvement in 
gaseous component (e.g., oxygen). the response time. 
tested for both accuracy and response time. The same lo with respect to certain preferred embodiments thereof. 
set-up, used for both tests is shown in the drawing. The by those of skill in this art, variations 
flow rate through the sensor. 
to three gas mixtures (oxygednitrogen) of different 15 
oxygen concentrations and recording the sensor output 
for each mixture. A sufficient flow rate of each mixture 
is supplied to structural tee joint 14 to ensure that no 
room air enters the sensor. The calibration curve is 
generated from a least-squares fit of these three data 20 
according' to the following relation: 
oxygen Sensors as above were The present invention has been described in detail 
As is Pump 2o and flow l9 a 'Onstant and modifications in this detail may be made without 
Calibration of the is by exposing it from the spirit and scope Of the present 
invention, as defined in the hereto-appended claims. 
We claim: 
A quick real-time gaseous measurement 
system for sampling a low pressure gaseous environ- 
ment, the system 
Pumping means for COntinUOUSly extracting a sample 
of test gas from the low pressure gaseous environ- 
ment and continuously pumping the extracted sam- 
ple of test gas to a structural tee joint which is open 
to the atmosphere at one end thereof to ensure a 
a heating means for maintaining the test gas at a con- 
stant temDerature which communicates with the 
C=& 
where: 25 constant pressure downstream thereof; 
C= oxygen concentration in percent 
a=least-squares intercept 
b = least-squares 
v=sensor output in millivolts. 
The above relation converts the sensor millivolt out- 30 
put directly to oxygen percent. In this case the sample 
flow rate was four liters per minute and the sample 
temperature was 400" F. The calibration gases used 
were 1%, lo%, and 20% oxygen. In each case, the 
value calculated from the least-squares determined 35 
function is within 0.5% of the true value. 
Sensor response time tests were made by switching 
between two gases of different oxygen concentrations, 
one being room air and the other being the 10% calibra- 
tion gas. As in the calibration case, a sufficient flow rate 40 
of the 10% gas is maintained to keep out the room air. 
When the valve closes, room air immediately takes its 
place. The instant when the 10% gas is switched off is 
designated by to. The response time, t,, is defined as the 
interval between b and the instant at which the sensor 45 
output reaches 66% of its completed excursion. This is 
pumping means at the other end thereof; 
an oxygen sensor based on a zirconium oxide disc 
coated with porous platinum, the oxygen sensor 
communicating with the heating means for devel- 
oping a voltage which is proportional to the partial 
pressure of the gaseous component to be measured 
in the test gas; 
calibration means located on the structural tee joint 
for allowing test gases of various known compo- 
nent concentrations to be sent through the heating 
means to the sensing means for calibration thereof; 
a sample pump cooperating with a flow pntroller for 
providing a constant flow rate of test gas through 
the heating means and sensing means; and 
means for the introduction of reference air, which is 
required by the oxygen sensor for optimum opera- 
tion. * * * * *  
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